
 

 

Available in 15W, 23W, and 40W 

 

Item No. E1101-15  
Description: JX15W, 120v, 5000K 
Product Size: 2.30"x6.30" 
Voltage (Volts) 120/220/277, 12DC 
Lumen Output: 550-660 
Color Temp.(K): 2700-6500*  
Warranty: 5-10 year 

Item No. E1101-23 
Description: JX23W, 120v, 5000K 
Product Size: 3.05"x7.01" 
Voltage (Volts) 120/220/277, 12DC 
Lumen Output: 1200-1400 
Color Temp.(K): 2700-6500*  
Warranty: 5-10 year 

Item No. E1101-40  
Description: JX40W, 120v, 5000K 
Product Size: 4.53"x9.70" 
Voltage (Volts) 120/220/277, 12DC 
Lumen Output: 2400-2800 
Color Temp.(K): 2700-6500*  
Warranty: 5-10 year 

   

Features  Advantages   
Bene�ts 

No electrodes, no �lament to 
be damaged 
 
Electrolytic capacitors used are 
high tem-perature (105 deg.C) 
resistant and high 
voltaged (450V) resistant 
capacitors. 
 
Mica-�lm capacitors, resistors 
and crystal  
diodes used are selected in 
terms of the 
the highest standards 
 
Protopic E�cacy: up to 150 
pupil Lm/W  
 
Power factor 0.99 
 

Long performance life up to 100.000 
hrs, lasting up to 100 times as long 
compared 
with incandescent lamps  
 
High luminous maintenance rate (at 
95%  
after 2.000  hrs and at 85% after 6.000 
hrs) 
 
High system e�ciency (increase 50%, 
20% more than magnetism ballasts, 
conventional electronic ballasts 
respectively) 
 
Low heat output 
 
Greater rangeof applications 
 
Enable colors to be perceived correctly

Reduce relamping costs 
 
Zero maintenance costs 
 
Less problems caused by 
interruption of industrial 
production or tra�c �ow 
 
Reduce recycling costs 
 
Reduce electricity cost by up 
to 90%, 
75%, 50% compared with 
Incandescent 
lamps, High Intensity 
Discharge lamps, 
Compacted Fluorescent 
lamps of the  
same brightness respectively
 

Ic controlled electronic blast 
 
Electromagnetic induction 
lighting 
 
Wide voltage range 
 
Instantly start time 
 
Reliable ignition ever under -40 
deg.C 
 
CRI > 80 (Ra) 
 
Wide color temperature range 
 
Complete spectrum 
 
Amalgam Content < 0.25mg 
 
Low harmonic distortion-
International 
L Class standard 
 
Electromagnetic Compatibility 
(EMC) 
meets the international 

standards  
including FCC 

 
Like natural sunlight 
 
Diversi�ed colors available 
 
Excellent lighting quality, no �icker 
 
No liquid mercury harming the human  
beings and environment 
 
less harm to electric safety 
 
Low 210 Khz operating frequency 
 

Reduced air-conditioning 
costs 
 
Easy installation 
 
Easy of use 
 
Protect eyesight well 
 
Increase safety and security

  
Increase productivity 
 
Health and safety 
 
Environmental protection 
 
Electric grid security 
 
No electronic interference or 
potential 
radiation damage. 

  

Corporate O�ces  
5925 Fair Oaks Blvd, Suite 7   Carmichael, CA  95608 

Telephone: (877) 4-LEDLights      

Fax:   (916) 679-0333
E-mail:  info@ledlightsinc.com

www.ledlightsinc.com

 (877) 453-3544      

Website:

LED Lights Inc.  


